
6/14/2018

1

Small Town andRural Multimodal Networks

History and Context
ÅAASHTO Flexibility Guide 2004

ÅFHWA Policy Statement 2010

ÅAASHTO Bike Guide 2012

ÅFHWA Design Flexibility Memo 2013

ÅAASHTO Pedestrian Guide 2004, 2017

ÅAASHTO Green Book 2011

ÅAASHTO Low Volume Roads 2001, 2017

ÅFHWA Achieving Multimodal Networks 2016

ÅFHWA Resurfacing Guide 2016

ÅFHWA MUTCD 2009

ÅFHWA Separated Bike Lane Guide 2015

ÅPROWAG 2011, 2013, 2014

ÅBIKESAFE 2014

ÅApplication

ÅBenefits

ÅCase Studies

ÅGuidance
ÅGeometric Design

ÅMarkings

ÅSigns

ÅIntersection treatment

ÅImplementation

ÅAccessibility

Content Areas
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Guide Structure

1. Introduction

2. Mixed Transportation Facilities

3. Visually Separated Facilities

4. Physically Separated Facilities

5. Key Network Linkages

6. Planning and Project Development

Mixed Traffic Visually Separated Physically Separated
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Bicycle Boulevard

Bicycle Boulevard

ÅLow-stress shared roadway bicycle 
facility, designed to offer priority 
movement for bicyclists

ÅCombine pavement markings, traffic 
calming measures, and crossing 
improvements to enhance bicyclist 
comfort

Advisory Shoulder
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Advisory Shoulder
Yield to Bicyclists

Permissive broken 
lane line

Two-way Center Travel 
Lane

Contrasting Paving 
Materials

Advisory Shoulder

ÅEstablishes a shoulder on an 
otherwise too narrow road

ÅDelineated by pavement markings

ÅColored pavement optional

ÅMust exit shoulder to overtake 
bicyclists

ÅMust enter shoulder when yielding to 
oncoming traffic

Hanover, NH
Population: 11,000
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Edina, MN
Population: 49,300

Pedestrian Lane

Pedestrian Lane Double Solid Line

Pedestrian
Lane Markings

High Visibility 
Crosswalk

Bicyclists in Roadway

*The Pedestrian Lane treatment is 
located in chapter 5 of the Small Town 
and Rural Multimodal Networks 

document, but is included in this 
category for informational purposes.
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Pedestrian Lane

Apedestrian laneis an interim 
ortemporary pedestrian facility that may 
be appropriate on roads with low to 
moderate speeds and volumes. The 
lane may be on one or both sides of the 
roadway and can fillgaps between 
important destinations in a community.

Pedestrian Lane

Pedestrian lanes provide interim or temporary pedestrian 
accommodation on roadways lacking sidewalks. They are not intended 
to be an alternative to sidewalks and often will fill short gaps between 
other higher quality facilities. As part of the planning process, 
agencies should explore issues and the potential challenges a 
pedestrian lane may face, including:

Å Detectability by people with vision disabilities
Å Undesired use by bicyclists
Å Accessible cross-slope requirements
Å Maintenance strategies, such as sweeping and snow removal

Detroit, OR
Population: 200
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Teton Village, WY
Population: 330

Crossing Treatments

Crosswalk Markings
Warning Signs

Curb Extensions
Or òBump-Outsó

Median Refuge Islands
Diverter Islands

Pedestrian Hybrid Beacon

Sidepath
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Guide Availability

ÅFree Online PDF (Search 
ñFHWA Small Town Guideò)

ÅImage gallery and mobile-
friendly site 
ruraldesignguide.com 

ÅQuestions? 

tgustafson@epsteinglobal.com


